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				 	AC Power Supplies
	

AC Power Supplies
	Kikusui PCR-MA Series (PWM Type) AC Power Supplies / Frequency Converters
Single Phase

Voltage Range: 0-310V

Frequency Range: 40-500Hz

Power: 500VA to 4kVA

4 models




	Kikusui PCR-LE Series (Amp Type) AC Power Supplies / Frequency Converters
Single Phase/Three Phase

Voltage Range: 0-300V

Frequency Range: 1-999.9Hz

Power: 500VA to 9kVA

8 Models




	Kikusui PCR-WEA/WEA2 Series AC Power Supplies / Frequency Converters
Single Phase/Three Phase

Voltage Range: 0-320V

Frequency Range: 1-5kHz

Power: 1kVA to 36kVA

Models: 9




	Kikusui PCR-WEA2R Series Regenerative AC Power Supplies
Single Phase/Three Phase

Voltage Range: 0-320V

Frequency Range: 1-5kHz

Power: 6kVA to 36kVA

Models: 6




	Rental AC Power Supplies / Frequency Converters
Click here to see AC Power Supplies available to rent.




	AC Power Supplies / Frequency Converters Offers & Promotions
 Click here to see all Offers & Promotions on AC Power Supplies











	DC Power Supplies
	

DC Power Supplies
	Delta Elektronika ES150/300 Series Bench DC Power Supplies
Voltage: 0-15V to 0-300V

Current: 0-0.45A to 0-10A

Power: 150W/300W




	Delta Elektronika SM800 DC Power Supplies
Voltage: 0-7.5V to 0-400V

Current: 0-2A to 0-80A

Power: 800W




	Delta Elektronika SM1500 Series DC Power Supplies
Voltage: 0-15V to 0-400V

Current: 0-4A to 0-100A

Power: 1500W




	Delta Elektronika SM3300 Series Bench / Rackmount DC Power Supplies
Voltage: 0-18V to 0-660V

Current: 0-5.5A to 0-220A

Power: 3300W

LAN, Digital I/O*, Iso Analogue*, Master Slave*, RS232*, RS485*, RS422*, USB*




	Delta Elektronika SM6000 Series DC Power Supplies
Voltage: 0-15V to 0-600V

Current: 0-10A to 0-400A

Power: 6000W




	Delta Elektronika SM15K Series Regenerative Bi-Directional Sink / Source DC Power Supplies
Voltage: 0-70V to 0-1500V

Current: 0-±30A to 0-±450A

Power:15kW

LAN, Digital I/O*, Iso Analogue*, Master Slave*, RS232*, RS485*, RS422* USB*




	Kikusui PXB Series Regenerative Bi-Directional Sink / Source DC Power Supplies
Voltage: 0-500V to 0-1500V

Current: 0-30A to 0-120A

Power: 20kW 




	Kikusui PBZ Series High Speed Bi-Polar 4 Quadrant Sink / Source Power Supplies
Voltage: 0 – ±10V to 0 – ±80V

Current: 0 – ±5A to 0 – ±100A

Power: 20kW

Analogue, USB, GPIB, RS232, LAN*

17 Models




	Kikusui PMX Series DC Programmable Linear Power Supplies
Voltage: 0-18V to 0-500V

Current: 0-0.1A to 0-5A

Power: 36W to 105W

Analogue, LAN, USB, RS232

9 Models




	Kikusui PMX-Multi Series Compact Multi-Output DC Power Supply
Output Voltage: 0-6V to 0-32V

Output Current: 0-2A to 0-5A

Power: 700VA to 900VA

3 Models




	Kikusui PWR-01 Series DC Programmable Wide Range Bench Power Supplies
Voltage: 0-40V to 0-650V

Current: 0-1.85A to 0-120A

Power: 400W to 2000W

Analogue, USB, LAN, RS232

12 Models




	Kikusui PWX Series Rack Mount Wide Range DC Power Supplies
Voltage: 0-30V to 0-650V

Current: 0-7A to 0-150A

Power: 750W to 1500W

Analogue, USB, LAN

9 Models




	Lab-Power LAB-DC Series High Power Rack Mount DC Power Supplies
Voltage: 0-15V to 0-1500V

Current: 0-4.7A to 0-2100A

Power:3kW to 63kW

RS232, Iso Analogue, LAN, GPIB*, USB*

Over 300 Models




	Kikusui PXT Series 20kW DC Programmable Power Supplies



	Rigol DP700 Series DC Power Supplies
Voltage: 0-30/50V

Current: 0-5A

Power: 150W

RS232

2 Models




	Rigol DP800 Series DC Multiple O/P Linear Power Supplies
Voltage: 0-8V to 0-60V

Current: 0-1A to 0-10A

Power: 200W

USB, LAN*, GPIB*, RS232*

5 Models




	Siglent SPD1000X Series Programmable DC Power Supplies
Voltage: 0-16/30V

Current: 0-5/8A

Power: 128/150W

USB Device, LAN

2 Models




	Siglent SPD3000C/X/X-E Programmable DC Power Supply
Voltage: 0-32V

Current: 0-3.2A

Power: 220W

USB Device, LAN

3 Models




	Siglent SPS5000X Series DC Power Supplies
Voltage: 0-40V to 0-160V

Current: 0-7.5A to 0-90A

Power: 360W to 360W*3

LAN, USB, Analogue – GPIB (Opt)

15 Models




	Rental DC Power Supplies
 Click here to see DC Power Supplies available to rent.




	DC Power Supplies Offers & Promotions
Click here to see all Offers & Promotions on DC Power Supplies











	Electronic Loads
	

Electronic Loads
	Rigol DL3000 Series DC Electronic Loads
Input Voltage: 0-150V

Input Current: 0-40A/60A

Power: 200W/350W

Modes: CC, CV, CR, CP

Max Duty / Slew: 30kHz – 0.5A/MicroS

RS232, LAN, USB, GPIB (Opt.)




	Siglent SDL1000X Series DC Electronic Loads
Input Voltage: 1-150V

Input Current: 0-30A

Power: 200W/300W

Modes: CC, CV, CR, CP

Max Duty / Slew: 25kHz – 2.5A/MicroS

RS232, LAN, USB, GPIB (Opt.) 




	Kikusui PLZ-U Series Multi-Channel DC Load (Max 5 CH)
Input Voltage: 0-150V

Input Current: 0-100A

Power: 70, 150W

Modes: CC, CR, CV, CP, CC+CV, CR+CV

Max Duty / Slew: 20kHz – 2.4A/MicroS

RS232, USB, GPIB




	Kikusui PLZ-5W Series High Performance DC Electronic Loads
Input Voltage: 0.25-150V

Input Current: 0-21600A

Power: 200, 400, 1200 to 10800W

Modes: CC, CR, CV, CP, CC+CV, CR+CV, Short, Arb

Max Duty / Slew: 100kHz 60A/MicroS

RS232, USB, LAN, GPIB




	Kikusui PLZ-5WZ Series Multifunctional DC Electronic Loads
Input Voltage: 0.25-150V

Input Current: 0-21600A

Power: 200, 400, 1200

Modes: CC, CR, CV, CP, CC+CV, CR+CV, Short, Arb

Max Duty / Slew: 100kHz 60A/MicroS

RS232, USB, LAN, GPIB




	Kikusui PLZ-5WH2 Series High Voltage DC Electronic Loads
Input Voltage: 10-1000V

Input Current: 0-400A

Power: 1kW – 20kW

Modes: CC, CR, CV, CP, Arb

Max Duty / Slew: 10kHz – 20A/MicroS

RS232C, LAN, USB, GPIB (Opt.)




	Delta Elektronika High Power System Regenerative Bi-Directional Sink / Source DC Power Supplies
Voltage: 0-70V to 0-1500V

Current: 0-±30A to 0-±9000A

Power: 15kW to 300kW

LAN, Digital I/O*, Iso Analogue*, Master Slave*, RS232*, RS485*, RS422*, USB*




	Delta Elektronika SM15K Series Regenerative Bi-Directional Sink / Source DC Power Supplies
Voltage: 0-70V to 0-1500V

Current: 0-±30A to 0-±450A

Power: 15kW

LAN, Digital I/O*, Iso Analogue*, Master Slave*, RS232*, RS485*, RS422*, USB*




	Electronic Loads Offers & Promotions
Click here to see all Offers & Promotions on Electronic Loads




	Rental Electronic Loads
 Click here to see Electronic Loads available to rent.











	Test & Measurement
	

Test & Measurement
	Digital Oscilloscopes
Bench and Handheld Oscilloscopes from 50MHz to 2GHz




	Oscilloscope Probes
 All Oscilloscope Probes




	Battery Impedance Meters
Kikusui Battery Impedance Meters 300V/1000V Max.




	Bench Spectrum Analysers
Bench and Handheld Spectrum Analysers from 9kHz to 26.5GHz




	Bench Vector Network Analysers
Bench Vector Network Analysers from 9kHz to 26.5GHz




	Clamp-On Multimeters
Brymen Clamp-On Multimeters




	Current Transducers
Precision Current Transducers up to 2000A

Data Loggers / DAQ

Handheld and Bench Data Loggers




	Data Loggers & Acquisition
Graphtec Data Loggers and Rigol Data Acquisition Systems




	Digital Multimeters
Bench and Handheld DMM up to 6.5 digits




	Function Generators
Frequency: 10MHz to 1000MHz

Channels: 1/2

Sample Rate: 125MSa/s to 2.4GSa/s




	RF Signal Generators
 Maximum Frequency: 1.5GHz to 20GHz




	Handheld Multimeters
Brymen Handheld Multimeters




	Impedance Analysers



	LCR Meters
Microtest/Sourcetronic LCR Meters




	Power Meters
Single and Three Phase Power Analysers




	Rental Test & Measurement
 Click here to see Test & Measurement units available to rent.




	Test & Measurement Offers & Promotions
 Click here to see all Offers & Promotions on Test & Measurement units




	Test & Measurement Accessories










	EMC Pre-Compliance
	

EMC Pre-Compliance
	Amplifiers



	Antennas
Aaronia and Tekbox Antennas 




	Attenuators



	Bench Spectrum Analysers
 Bench and Handheld Spectrum Analysers from 500MHz to 7.5GHz 




	Tekbox Comb Generators
9kHz to 6GHz

5 Models




	EMC Shielded Tents / Bags



	Line Impedance Stabilisation Network (LISN)



	Near Field Probes
The probes serve to locate and identify potential sources of interference within the building blocks of electronic assemblies




	RF Cables
RF Cables including RG58, RG316U, RG223 and RG142. BNC, N-Type, SMA, SMB




	RF Current Monitoring Probes
Tekbox RF Current Monitoring Probes




	Bulk Current Injection Probes (BCI Probes)
 Bulk Current Injection Probes (BCI Probes)




	RF Signal Generators
 Maximum Frequency: 1.5GHz to 13.6GHz




	TEM Cells



	EMC Pre-Compliance Software



	Rental EMC Pre-Compliance
 Click here to see EMC Pre-Compliance units available to rent.




	CDNs – Coupling Decoupling Networks



	WIDEBAND INJECTION TRANSFORMERS
 wideband injection transformer for control loop stability measurements











	Safety Testers
	

Safety Testers
	AC Flash Testers



	AC/DC Flash Testers



	AC Flash Testers & Insulation Resistance Testers



	AC Flash Testers & Earth Bond Testers



	AC/DC Flash Testers & Insulation Resistance Testers



	AC/DC Flash Testers & Insulation Resistance Testers & Earth Bond Testers



	AC/DC Flash Testers & Insulation Resistance Testers & Partial Discharge Testers



	Ground Bond Testers



	Insulation Resistance Testers
 25V – 1000V Insulation Resistance Tester




	Leakage Current Testers



	All In One Systems



	Rental Safety Testers
Click here to see Safety Testers available to rent.











	Soldering Irons / Test Tools
	

Soldering Irons / Test Tools
	Soldering Irons
Atten & JBC Soldering Irons with a variety of tips and heaters




	Test Tools
Circuit Board mounting testing solutions for Soldering, Inspection and Hands-Free measurements











	Calibration & Metrology Instruments
	

Calibration & Metrology Instruments
	Calibration Software



	Electrical Test Calibrators



	Multi-Product Calibrators



	Power & Energy Calibrators



	Process Calibrators



	Impedance Standards



	Decade Boxes
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AC Power Supplies
	Kikusui PCR-MA Series (PWM Type) AC Power Supplies / Frequency Converters
Single Phase

Voltage Range: 0-310V

Frequency Range: 40-500Hz

Power: 500VA to 4kVA

4 models




	Kikusui PCR-LE Series (Amp Type) AC Power Supplies / Frequency Converters
Single Phase/Three Phase

Voltage Range: 0-300V

Frequency Range: 1-999.9Hz

Power: 500VA to 9kVA

8 Models




	Kikusui PCR-WEA/WEA2 Series AC Power Supplies / Frequency Converters
Single Phase/Three Phase

Voltage Range: 0-320V

Frequency Range: 1-5kHz

Power: 1kVA to 36kVA

Models: 9




	Kikusui PCR-WEA2R Series Regenerative AC Power Supplies
Single Phase/Three Phase

Voltage Range: 0-320V

Frequency Range: 1-5kHz

Power: 6kVA to 36kVA

Models: 6




	Rental AC Power Supplies / Frequency Converters
Click here to see AC Power Supplies available to rent.




	AC Power Supplies / Frequency Converters Offers & Promotions
 Click here to see all Offers & Promotions on AC Power Supplies











	DC Power Supplies
	

DC Power Supplies
	Delta Elektronika ES150/300 Series Bench DC Power Supplies
Voltage: 0-15V to 0-300V

Current: 0-0.45A to 0-10A

Power: 150W/300W




	Delta Elektronika SM800 DC Power Supplies
Voltage: 0-7.5V to 0-400V

Current: 0-2A to 0-80A

Power: 800W




	Delta Elektronika SM1500 Series DC Power Supplies
Voltage: 0-15V to 0-400V

Current: 0-4A to 0-100A

Power: 1500W




	Delta Elektronika SM3300 Series Bench / Rackmount DC Power Supplies
Voltage: 0-18V to 0-660V

Current: 0-5.5A to 0-220A

Power: 3300W

LAN, Digital I/O*, Iso Analogue*, Master Slave*, RS232*, RS485*, RS422*, USB*




	Delta Elektronika SM6000 Series DC Power Supplies
Voltage: 0-15V to 0-600V

Current: 0-10A to 0-400A

Power: 6000W




	Delta Elektronika SM15K Series Regenerative Bi-Directional Sink / Source DC Power Supplies
Voltage: 0-70V to 0-1500V

Current: 0-±30A to 0-±450A

Power:15kW

LAN, Digital I/O*, Iso Analogue*, Master Slave*, RS232*, RS485*, RS422* USB*




	Kikusui PXB Series Regenerative Bi-Directional Sink / Source DC Power Supplies
Voltage: 0-500V to 0-1500V

Current: 0-30A to 0-120A

Power: 20kW 




	Kikusui PBZ Series High Speed Bi-Polar 4 Quadrant Sink / Source Power Supplies
Voltage: 0 – ±10V to 0 – ±80V

Current: 0 – ±5A to 0 – ±100A

Power: 20kW

Analogue, USB, GPIB, RS232, LAN*

17 Models




	Kikusui PMX Series DC Programmable Linear Power Supplies
Voltage: 0-18V to 0-500V

Current: 0-0.1A to 0-5A

Power: 36W to 105W

Analogue, LAN, USB, RS232

9 Models




	Kikusui PMX-Multi Series Compact Multi-Output DC Power Supply
Output Voltage: 0-6V to 0-32V

Output Current: 0-2A to 0-5A

Power: 700VA to 900VA

3 Models




	Kikusui PWR-01 Series DC Programmable Wide Range Bench Power Supplies
Voltage: 0-40V to 0-650V

Current: 0-1.85A to 0-120A

Power: 400W to 2000W

Analogue, USB, LAN, RS232

12 Models




	Kikusui PWX Series Rack Mount Wide Range DC Power Supplies
Voltage: 0-30V to 0-650V

Current: 0-7A to 0-150A

Power: 750W to 1500W

Analogue, USB, LAN

9 Models




	Lab-Power LAB-DC Series High Power Rack Mount DC Power Supplies
Voltage: 0-15V to 0-1500V

Current: 0-4.7A to 0-2100A

Power:3kW to 63kW

RS232, Iso Analogue, LAN, GPIB*, USB*

Over 300 Models




	Kikusui PXT Series 20kW DC Programmable Power Supplies



	Rigol DP700 Series DC Power Supplies
Voltage: 0-30/50V

Current: 0-5A

Power: 150W

RS232

2 Models




	Rigol DP800 Series DC Multiple O/P Linear Power Supplies
Voltage: 0-8V to 0-60V

Current: 0-1A to 0-10A

Power: 200W

USB, LAN*, GPIB*, RS232*

5 Models




	Siglent SPD1000X Series Programmable DC Power Supplies
Voltage: 0-16/30V

Current: 0-5/8A

Power: 128/150W

USB Device, LAN

2 Models




	Siglent SPD3000C/X/X-E Programmable DC Power Supply
Voltage: 0-32V

Current: 0-3.2A

Power: 220W

USB Device, LAN

3 Models




	Siglent SPS5000X Series DC Power Supplies
Voltage: 0-40V to 0-160V

Current: 0-7.5A to 0-90A

Power: 360W to 360W*3

LAN, USB, Analogue – GPIB (Opt)

15 Models




	Rental DC Power Supplies
 Click here to see DC Power Supplies available to rent.




	DC Power Supplies Offers & Promotions
Click here to see all Offers & Promotions on DC Power Supplies











	Electronic Loads
	

Electronic Loads
	Rigol DL3000 Series DC Electronic Loads
Input Voltage: 0-150V

Input Current: 0-40A/60A

Power: 200W/350W

Modes: CC, CV, CR, CP

Max Duty / Slew: 30kHz – 0.5A/MicroS

RS232, LAN, USB, GPIB (Opt.)




	Siglent SDL1000X Series DC Electronic Loads
Input Voltage: 1-150V

Input Current: 0-30A

Power: 200W/300W

Modes: CC, CV, CR, CP

Max Duty / Slew: 25kHz – 2.5A/MicroS

RS232, LAN, USB, GPIB (Opt.) 




	Kikusui PLZ-U Series Multi-Channel DC Load (Max 5 CH)
Input Voltage: 0-150V

Input Current: 0-100A

Power: 70, 150W

Modes: CC, CR, CV, CP, CC+CV, CR+CV

Max Duty / Slew: 20kHz – 2.4A/MicroS

RS232, USB, GPIB




	Kikusui PLZ-5W Series High Performance DC Electronic Loads
Input Voltage: 0.25-150V

Input Current: 0-21600A

Power: 200, 400, 1200 to 10800W

Modes: CC, CR, CV, CP, CC+CV, CR+CV, Short, Arb

Max Duty / Slew: 100kHz 60A/MicroS

RS232, USB, LAN, GPIB




	Kikusui PLZ-5WZ Series Multifunctional DC Electronic Loads
Input Voltage: 0.25-150V

Input Current: 0-21600A

Power: 200, 400, 1200

Modes: CC, CR, CV, CP, CC+CV, CR+CV, Short, Arb

Max Duty / Slew: 100kHz 60A/MicroS

RS232, USB, LAN, GPIB




	Kikusui PLZ-5WH2 Series High Voltage DC Electronic Loads
Input Voltage: 10-1000V

Input Current: 0-400A

Power: 1kW – 20kW

Modes: CC, CR, CV, CP, Arb

Max Duty / Slew: 10kHz – 20A/MicroS

RS232C, LAN, USB, GPIB (Opt.)




	Delta Elektronika High Power System Regenerative Bi-Directional Sink / Source DC Power Supplies
Voltage: 0-70V to 0-1500V

Current: 0-±30A to 0-±9000A

Power: 15kW to 300kW

LAN, Digital I/O*, Iso Analogue*, Master Slave*, RS232*, RS485*, RS422*, USB*




	Delta Elektronika SM15K Series Regenerative Bi-Directional Sink / Source DC Power Supplies
Voltage: 0-70V to 0-1500V

Current: 0-±30A to 0-±450A

Power: 15kW

LAN, Digital I/O*, Iso Analogue*, Master Slave*, RS232*, RS485*, RS422*, USB*




	Electronic Loads Offers & Promotions
Click here to see all Offers & Promotions on Electronic Loads




	Rental Electronic Loads
 Click here to see Electronic Loads available to rent.











	Test & Measurement
	

Test & Measurement
	Digital Oscilloscopes
Bench and Handheld Oscilloscopes from 50MHz to 2GHz




	Oscilloscope Probes
 All Oscilloscope Probes




	Battery Impedance Meters
Kikusui Battery Impedance Meters 300V/1000V Max.




	Bench Spectrum Analysers
Bench and Handheld Spectrum Analysers from 9kHz to 26.5GHz




	Bench Vector Network Analysers
Bench Vector Network Analysers from 9kHz to 26.5GHz




	Clamp-On Multimeters
Brymen Clamp-On Multimeters




	Current Transducers
Precision Current Transducers up to 2000A

Data Loggers / DAQ

Handheld and Bench Data Loggers




	Data Loggers & Acquisition
Graphtec Data Loggers and Rigol Data Acquisition Systems




	Digital Multimeters
Bench and Handheld DMM up to 6.5 digits




	Function Generators
Frequency: 10MHz to 1000MHz

Channels: 1/2

Sample Rate: 125MSa/s to 2.4GSa/s




	RF Signal Generators
 Maximum Frequency: 1.5GHz to 20GHz




	Handheld Multimeters
Brymen Handheld Multimeters




	Impedance Analysers



	LCR Meters
Microtest/Sourcetronic LCR Meters




	Power Meters
Single and Three Phase Power Analysers




	Rental Test & Measurement
 Click here to see Test & Measurement units available to rent.




	Test & Measurement Offers & Promotions
 Click here to see all Offers & Promotions on Test & Measurement units




	Test & Measurement Accessories










	EMC Pre-Compliance
	

EMC Pre-Compliance
	Amplifiers



	Antennas
Aaronia and Tekbox Antennas 




	Attenuators



	Bench Spectrum Analysers
 Bench and Handheld Spectrum Analysers from 500MHz to 7.5GHz 




	Tekbox Comb Generators
9kHz to 6GHz

5 Models




	EMC Shielded Tents / Bags



	Line Impedance Stabilisation Network (LISN)



	Near Field Probes
The probes serve to locate and identify potential sources of interference within the building blocks of electronic assemblies




	RF Cables
RF Cables including RG58, RG316U, RG223 and RG142. BNC, N-Type, SMA, SMB




	RF Current Monitoring Probes
Tekbox RF Current Monitoring Probes




	Bulk Current Injection Probes (BCI Probes)
 Bulk Current Injection Probes (BCI Probes)




	RF Signal Generators
 Maximum Frequency: 1.5GHz to 13.6GHz




	TEM Cells



	EMC Pre-Compliance Software



	Rental EMC Pre-Compliance
 Click here to see EMC Pre-Compliance units available to rent.




	CDNs – Coupling Decoupling Networks



	WIDEBAND INJECTION TRANSFORMERS
 wideband injection transformer for control loop stability measurements











	Safety Testers
	

Safety Testers
	AC Flash Testers



	AC/DC Flash Testers



	AC Flash Testers & Insulation Resistance Testers



	AC Flash Testers & Earth Bond Testers



	AC/DC Flash Testers & Insulation Resistance Testers



	AC/DC Flash Testers & Insulation Resistance Testers & Earth Bond Testers



	AC/DC Flash Testers & Insulation Resistance Testers & Partial Discharge Testers



	Ground Bond Testers



	Insulation Resistance Testers
 25V – 1000V Insulation Resistance Tester




	Leakage Current Testers



	All In One Systems



	Rental Safety Testers
Click here to see Safety Testers available to rent.











	Soldering Irons / Test Tools
	

Soldering Irons / Test Tools
	Soldering Irons
Atten & JBC Soldering Irons with a variety of tips and heaters




	Test Tools
Circuit Board mounting testing solutions for Soldering, Inspection and Hands-Free measurements











	Calibration & Metrology Instruments
	

Calibration & Metrology Instruments
	Calibration Software



	Electrical Test Calibrators



	Multi-Product Calibrators



	Power & Energy Calibrators



	Process Calibrators



	Impedance Standards



	Decade Boxes
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Rent / Hire Kikusui PCR1000MA AC Power Supply

The Kikusui PCR1000MA is a 1000VA compact variable frequency AC Power Supply. Weighing only 11kg's, the PCR1000MA is crammed full of features including AC, DC, AC+DC output and memory functions. The output voltage can be set anywhere between 0-310VAC and the frequency from 40-500Hz allowing the user to easily set different worldwide output voltages, including 120V 60Hz, 230V 50Hz and 115V 400Hz for aviation applications. Voltage and frequency can also be adjusted when the output is on for margin testing.
You can also measure the voltage, current and power of the AC and DC output and, using software, apparent power, reactive power, power factor, crest factor and current peak hold.
	Compact AC power source employing the PWM inverter system
	AC Output: 0V～155V / 0V～310V · 40Hz～500Hz
	DC Output: ± 0V~219V / ± 0V~438V
	Low distortion synthesised output waveform
	Maximum peak current 3 times the rated RMS
	Sensing function


The PCR1000MA is equipped with a USB and LAN interface and comes complete with web browser software control as standard. Instrument Drivers are also available.
Performance / Functions

Output characteristic : AC mode
The output voltage variable range is 0 V to 155 V / 0 V to 310 V (2 ranges) and the frequency variable range is 40 Hz to 500 Hz, which can be set in a wide range, so it corresponds to the nominal voltage (single phase) of each country. It can also be used for testing power supply equipment mounted on aircraft, ships and actuators.

Output characteristics : DC mode
The output voltage variable range is ± 0 V to 219 V / ± 0 V to 438 V (2 ranges, manual and auto switching).

Output characteristics : AC+DC mode
AC+DC Mode is a function that superimposes a DC voltage on an AC voltage or an AC voltage on a DC voltage, it can be used through the LAN (including web browser) USB or the optional GPIB interface.

Input characteristics
The nominal input voltage range is AC100V to 120V / 200V to 240V 50Hz / 60Hz (single phase). Voltage is automatically determined at power-on. The power factor is 0.9 (standard value) which minimises input current and harmonic distortion.

Measurement function
You can measure voltage, current, power of AC and DC output. You can display true rms value and average value (direct current) of output voltage and true rms value, peak value and average value (direct current) of output current. Also, it is possible to measure apparent power (VA), reactive power (VAR), power factor (PF), crest factor (CF), peak hold current by using the communication interface.

Output ON phase setting function
Output ON phase setting function In AC mode, it is possible to set the OUTPUT ON phase between 0 and 359%.

OUTPUT off The output turns off at the zero phase phase angle.

Memory function
Three sets of output voltage, frequency set value and limit value can be stored in the main body memory, so it is convenient for rapid changes in voltage/frequency. In addition, up to 11 pairs of memories can be used with communication commands only.

Maximum peak current
Maximum peak current up to three times the rated maximum current (effective value) can be output for a capacitor input filtered devices.

Protection functions
Input voltage Out of rated range protection
Overheat protection (OHP)
Overload Protection: Current Limit (OCP) / Power Over Monitor (OPP) / Peak Over Current Monitor (OCPP)
Voltage abnormality detection: Voltage rise (OVP) / voltage drop (LVP)
Detection of connection failure of sensing line (SF)

Analogue interface
Using an optional analogue interface board (EX08 - PCR - MA), output control by external analogue signal is possible.

EXT-AC mode
EXT - AC mode EXT - AC mode The AC
voltage value to be output can be varied according to the input DC signal.
Voltage amplification factor: 15.5 times or 31 times

EXT-DC mode
EXT - DC mode EXT - DC mode The
input waveform is directly amplified and output.
Voltage amplification factor: 100 times or 200 times

Easy access with built-in WEB server
You can access, control and monitor Web servers built into the PCR-MA series from PC, smart phone, tablet WEB browser.		
			Product Images
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How to control PCR-MA by using LAN



PCR-MA New Features



How to control by using VBA



PCR-MA Quick Tip: Universal Input



	
		
		
				

					
					
		
Standard Hardware Accessories
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Optional Hardware Accessories
					
					
						
						
						
						Kikusui EX08-PCR-MA Analogue Interface Board
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Datasheet

Kikusui PCR-MA Datasheet

 




User Manual

Kikusui PCR-MA User Manual

 




Interface Manual

Kikusui PCR-MA Interface Manual

 




Application Notes

Small-size and light weight AC power supply that enables you to use on your desktop or on the side of your desk

Fine waveform

LAN (LXI)/USB as standard interface

How to Calculate Input Current for PCR-LE/MA Series

Single-phase Three-wire Output from One AC Power Supply

How to Reduce Power Supply Noise

What Makes a Good Power Supply?

 


			

					
								
					
	

	Output Rating AC Mode	PCR500MA	PCR1000MA	PCR2000MA	PCR4000MA
	Rated voltage range (output 155 V/310 V range)	0 V to 155 V/0 V to 310 V	0 V to 155 V/0 V to 310 V	0 V to 155 V/0 V to 310 V	0 V to 155 V/0 V to 310 V
	Settable voltage range (output 155 V/310 V range)	0 V to 157.5 V/0 V to 315.0 V	0 V to 157.5 V/0 V to 315.0 V	0 V to 157.5 V/0 V to 315.0 V	0 V to 157.5 V/0 V to 315.0 V
	Voltage setting resolution	0.1 V	0.1 V	0.1 V	0.1 V
	Voltage setting accuracy	±(1 % of set + 0.6 V/1.2 V)	±(1 % of set + 0.6 V/1.2 V)	±(1 % of set + 0.6 V/1.2 V)	±(1 % of set + 0.6 V/1.2 V)
	Number of output phases	Single phase	Single phase	Single phase	Single phase
	Maximum current	5A / 2.5A	10A / 5A	20A / 10A	40A / 20A
	Maximum peak current	15A / 7.5A	30A / 15A	60A / 30A	120A / 60A
	Load power factor	0 to 1 (leading or lagging)	0 to 1 (leading or lagging)	0 to 1 (leading or lagging)	0 to 1 (leading or lagging)
	Power capacity	500VA	1kVA	2kVA	4kVA
	Frequency setting range	40.0 Hz to 500.0 Hz	40.0 Hz to 500.0 Hz	40.0 Hz to 500.0 Hz	40.0 Hz to 500.0 Hz
	Frequency setting resolution	0.1 Hz	0.1 Hz	0.1 Hz	0.1 Hz
	Frequency setting accuracy	≤ ±2 × 10	≤ ±2 × 10	≤ ±2 × 10	≤ ±2 × 10
	Output Rating DC Mode	PCR500MA	PCR1000MA	PCR2000MA	PCR4000MA
	Rated voltage range (output 155 V/310 V range)	-219 V to +219 V/-438 V to +438 V	-219 V to +219 V/-438 V to +438 V	-219 V to +219 V/-438 V to +438 V	-219 V to +219 V/-438 V to +438 V
	Settable voltage range (output 155 V/310 V range)	-222.5 V to +222.5V/-445.0 V to +445.0 V	-222.5 V to +222.5V/-445.0 V to +445.0 V	-222.5 V to +222.5V/-445.0 V to +445.0 V	-222.5 V to +222.5V/-445.0 V to +445.0 V
	Voltage setting resolution	0.1 V	0.1 V	0.1 V	0.1 V
	Voltage setting accuracy	±(1 % of set + 0.6 V/1.2 V)	±(1 % of set + 0.6 V/1.2 V)	±(1 % of set + 0.6 V/1.2 V)	±(1 % of set + 0.6 V/1.2 V)
	Maximum current (output 155 V/310 V range)	4A / 2A	8A / 4A	16A / 8A	32A / 16A
	Maximum instantaneous current (output 155 V/ 310 V range)	12A / 6A	24A / 12A	48A / 24A	96A / 48A
	Power capacity	400W	800W	1600W	3200W
	Output Voltage Stability	PCR500MA	PCR1000MA	PCR2000MA	PCR4000MA
	Line regulation	≤ ±0.15 %	≤ ±0.15 %	≤ ±0.15 %	≤ ±0.15 %
	Load variation (output 155 V/310 V range)	40 Hz to 100 Hz, DC : ≤ ±0.15V/±0.3V

Other than above : ≤ ±0.5 V/±1 V	40 Hz to 100 Hz, DC : ≤ ±0.15V/±0.3V

Other than above : ≤ ±0.5 V/±1 V	40 Hz to 100 Hz, DC : ≤ ±0.15V/±0.3V

Other than above : ≤ ±0.5 V/±1 V	40 Hz to 100 Hz, DC : ≤ ±0.15V/±0.3V

Other than above : ≤ ±0.5 V/±1 V
	Output frequency variation	≤ ±1 %	≤ ±1 %	≤ ±1 %	≤ ±1 %
	Ripple noise	0.8 Vrms/1.6 Vrms (TYP)	0.8 Vrms/1.6 Vrms (TYP)	0.8 Vrms/1.6 Vrms (TYP)	0.8 Vrms/1.6 Vrms (TYP)
	Ambient temperature variation	100 ppm/°C (TYP)	100 ppm/°C (TYP)	100 ppm/°C (TYP)	100 ppm/°C (TYP)
	Output voltage waveform distortion ratio	≤ 0.5 %	≤ 0.5 %	≤ 0.5 %	≤ 0.5 %
	Output voltage response speed	150 μs (TYP)	150 μs (TYP)	150 μs (TYP)	150 μs (TYP)
	Efficiency	≥ 70 %	≥ 70 %	≥ 70 %	≥ 70 %


Note* Specifications are liable to change. For the full list of Specifications, please see the products datasheet located under the ‘Documentation’ tab.





			

					
				
	
		
			Reviews		


					There are no reviews yet.

			


			Only logged in customers who have purchased this product may leave a review.

	
	



			

			

	

	

		Related products


			
	  Rental Kikusui PCR1000M AC Power Supply / Frequency Converter 1-270V AC / 1.4-380V DC 40-500Hz 1000VA

	£236.25
1 in stock (can be backordered)

Availability: Stock models delivered next working day (UK only) for orders placed before 16:30 (Mon - Fri)

Add to basket			
					
		
		
Add to QuoteRemove from Quote
		Add to Quote




	
	Kikusui PCR4000MA AC Power Supply / Frequency Converter 
 0-310V AC / 0-438V DC 40-500Hz 4000VA

	£8,268.00
Add to basket			
					
		
		
Add to QuoteRemove from Quote
		Add to Quote




	
	Kikusui PCR500MA AC Power Supply / Frequency Converter 
0-310V AC / 0-438V DC 40-500Hz 500VA
Rated 5.00 out of 5

	£1,744.00
Add to basket			
					
		
		
Add to QuoteRemove from Quote
		Add to Quote




	
	  Kikusui PCR3000WE2 AC Power Supply / Frequency Converter Single-phase 3kVA, Single-phase 3-wire 2kVA, Three-phase 3kVA. AC 0 to 320Vrms per phase, 1Hz to 5kHz, DC0 to ±452V RENTAL

	£446.00
Out of stock

Availability: Stock models delivered next working day (UK only) for orders placed before 16:30 (Mon - Fri)

Read more			
					
		
		
Add to QuoteRemove from Quote
		Add to Quote







	


	

		Mandatory Accessories …


			
	UK Power Cord

	.
Read more			
					
		
		
Add to QuoteRemove from Quote
		Add to Quote







	



	

		Optional Accessories …


			
	Kikusui EX08-PCR-MA Analogue Interface Board

	£266.00
Add to basket			
					
		
		
Add to QuoteRemove from Quote
		Add to Quote




	
	Kikusui KRB3-TOS Bracket

	£77.00
Add to basket			
					
		
		
Add to QuoteRemove from Quote
		Add to Quote




	
	Kikusui IB22 GPIB Interface Board

	£228.00
Add to basket			
					
		
		
Add to QuoteRemove from Quote
		Add to Quote
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